Croton-on-Hudson

RiverWalk

Village of Briarcliff Manor 

     Date:  September 15, 2008

Pocket Park Improvement Project

Contract #  VM-0809-4

1.B.   ROCK REMOVAL  (CONTINGENCY)

1B.1
WORK
Work under this item includes rock excavation to the lines and grades indicated on the plans or as directed by the Engineer. Rock shall also be excavated for trenches if necessary, and as directed by the Engineer.  Rock is to mean “rock ledge” and “boulders that cannot be removed with backhoe equipment.

The Contractor is responsible for the removal of all excavated materials from the site, unless needed on the site as described in these specifications. 

1B.2
EXPLOSIVES
No explosives whatsoever shall be permitted for use on this project. 

1B.3
EXCESS ROCK EXCAVATION

No rock is to be excavated beyond the limits of the contract.  If rock is excavated beyond the limits of the contract as indicated on the Plans, specified, or authorized in writing by the Engineer, the excess excavation, whether resulting from overbreakage or other causes, shall be backfilled, by and at the expense of the Contractor, as specified below in this section.

1B.4
PREPARATION OF ROCK SURFACES
Whenever so directed during the progress of the work, the Contractor shall remove all dirt and loose rock from designated areas and shall clean the surface of the rock thoroughly, using steam to melt snow and ice, if necessary.  Water in depressions shall then be removed as required so that the whole surface of the designated area can be inspected to determine whether seams or other defects exist.

The surfaces of rock foundations shall be left sufficiently rough to bond well with the masonry and embankments to be built thereon and, if required, shall be cut to rough benches or steps.

Before any masonry or embankment is built on or against the rock, the rock shall be scrupulously freed from all vegetation, dirt, sand, clay, boulders, scale, excessively cracked rock, loose fragments, ice, snow, and other objectionable substances.  Picking, barring, wedging streams of water under sufficient pressure, stiff brushes, hammers, steam jets, and other effective means shall be used to accomplish this cleaning.  All free water left on the surface of the rock shall be removed.

1B.5
USE OF EXCAVATED ROCK

Excavated rock may be used in backfilling trenches subject to the following limitations:

a.   Pieces of rock may not be used which are larger than permitted by the Engineer.

b.   The quantity of rock used as backfill in any location shall not result in the formation of voids.

c.   Rock in pipe trenches, in general, shall be excavated to be not less than six inches (6”) 

      from the pipe after it has been laid.  Before the pipe is laid, the trench shall be backfilled to 

      the correct subgrade with thoroughly compacted suitable material or when so specified or    

      indicated on the Plans, shall be backfilled with the same material as that required for bedding

      the pipe, furnished and placed at the expense of the Contractor.

d.   Rock backfill shall not be placed within sixteen (16") inches of the surface of the finished

 grade.

.

1B.6
DISPOSAL OF EXCAVATED ROCK
Surplus excavated rock shall be disposed of legally and as approved by Engineer.

1B.7
BACKFILLING ROCK EXCAVATIONS
Where rock has been excavated and the excavation is to be backfilled, the backfilling above normal depth shall be done in accordance with Engineer's approval.  If material suitable for backfilling is not available in sufficient quantity from other excavations, the Contractor shall furnish suitable material from outside sources.  Any fill material to be furnished shall comply with specifications for Clean Fill in Item 2.J. Unclassified Excavation, Filling, and Grading.                                                                                             

1B.8
MEASUREMENT AND PAYMENT
Rock excavation shall be measured by the "CUBIC YARD" of rock excavated, removed and disposed of as directed by the Engineer.  The Contractor shall expose the rock surface to be excavated at which time field measurements shall be made by the Engineer before and after rock removal to determine the quantity be paid for.  

The unit price shall bid shall include the cost of furnishing all labor, materials, and equipment required or necessary to remove the rock by drilling or blasting, including permits, and shall include the cost of furnishing and installing any necessary fill material.
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