Village of Briarcliff Manor

     Date:  September 15, 2008

Pocket Park Improvement  Project

Contract #  VM-0809-4


2.B.  ASPHALT ROADWAY PAVEMENT

2B.1
WORK

Work under this item shall include providing all labor, materials and equipment necessary or required to sawcut and remove existing pavements, removal of curbs and lawn, legal disposal of debris, rough and fine grade the site including furnishing and installing clean fill, and to prepare subgrade, adjust utility structures, and install subbase material, asphalt binder and top course for asphalt roadway pavement in accordance with the plans and specifications.  Payment for trenching and asphalt repair for new electrical line to meter box is included under this item.

2B.2
MATERIAL

Top course

The top course material used shall be Top course Type 6F as specified in Table 401-1 "Composition of Bituminous Plant Mixtures" of the New York State Department of Transportation Standard Specifications dated January 1990, and any subsequent addenda.  Tack Coat - New York State Item 702-30, Material Designation RS-1.

 Base course

The base course material used shall be Base Course Type 3 Item no. 403.13 as specified in table 401‑1 "Composition of Bituminous Plant Mixtures" of the New York State Department of Transportation Specifications.

Tack Coat

Tack coat shall be NYSDOT Item 702.30, material designation RS-1.

Crushed Stone Subbase

The crushed stone subbase shall be NYSDOT Item 304.05 and shall conform in every respect to the requirements contained in these specifications and those set forth for "Bases and Subbase", Section 300 of the New York State Department of Transportation Standard Specifications of January 2, 1990, and any subsequent addenda, except that no gravel or slag will be used for coarse aggregate.  

2B.3
CONDITIONS

The laying of bituminous pavement shall not be allowed if the temperature is below forty (40) degrees Fahrenheit in the shade, or if there is any indication of possible rain, or if the existing pavement is wet, except by permission of the Engineer.

The base course shall be dry, protected from water that might run on to it, and properly installed.  It shall be cleaned by hand and mechanically brushed if necessary, by flushing with a strong jet of clean water, and permitted to dry thoroughly before the binder/top course is laid.

Manhole frames and other structures shall be adjusted to finished grade, if necessary, prior to placing of paving course.

2B.4
METHOD
A.  Furnish and place clean fill.

B.  Finish grade and compact subbase to 95%.

C.  Furnish and place crushed stone subbase course, compact to 95%.

D.  Furnish and place the bituminous base course.  

E.  Level and roll base course under a self-propelled ten (10) ton tandem roller.

F.  Apply tack coat to all exposed edges that are to receive the top course.

G.  Furnish and place bituminous top course.

H.  Level and roll under self-propelled ten (10) ton tandem roller.

Curbs and other structures shall be protected at all times from asphaltic materials and caution shall be taken to prevent damage to curbs and other structures by rollers and other equipment.

2B.5
GUARANTEE
See special conditions and bond requirements.

2B.6
MEASUREMENT AND PAYMENT
The quantity of Asphalt Roadway Pavement to be paid for under this item shall be the number of square feet of pavement constructed complete and shall also include all site preparation necessary to prepare the site for asphalt pavement.

The unit price bid per square foot shall include the cost of furnishing of all labor, materials and equipment necessary and required to sawcut and remove existing pavements, curbs and lawn, prepare subgrade, provide and install, clean fill, subbase material, furnish and install asphalt pavement in accordance with the plans and specifications and to the satisfaction of the Engineer. 
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