Village of Briarcliff Manor

     Date:  September 15, 2008

Pocket Park Improvement Project

Contract # VM-0809-4


2.D.1 
JUMBO BELGIAN BLOCK CURB 

2.D.2
COBBLE CURB

2D.1
WORK

Under this item the Contractor shall provide and install Jumbo Belgian Block Curbing and Cobble Curbing as per the drawings and specifications.  The work shall include all labor materials and equipment necessary or required to sawcut and remove existing pavements, curbs and lawn, and install new curbing in concrete cradle as specified herein, and to the satisfaction of the Engineer, including necessary removals, grading, and filling.  

2D.2
MATERIALS

Cobblestone curb shall be Jumbo Belgian Block, 4” x 8” x 11”-12” in size,  and cobble curb shall be  4” X 4” X 8” or standard size cobble curbing as supplied by Sammarco Stone and Masonry Supply Corp. (914-636-6563), or approved equal. Contractor shall submit stone samples to Engineer for approval prior to placement of order.

Mortar shall be Type M mortar in accordance with ASTM C270, consisting of:

1. Portland cement: 1 part

2. Lime putty: ¼ part

3. Damp, loose sand: 3 parts

Concrete Cradle
The concrete shall consist of Class A Portland Cement, sand, crushed stone, water and admixture.  All of the materials, mix preparations and manufacturing of concrete shall comply with and shall conform in every respect to the requirements contained in these specifications and to the requirements set forth for "Rigid Pavement", Section 500 of New York State Department of Transportation Standard Specifications of January 2, 1990, and any subsequent addenda, except that no gravel or slag will be used for coarse aggregate.  

Concrete shall have a compressive strength of 3,500-psi lbs. per square inch at 28 days and its slump shall be between two (2") and three (3") inches.  The concrete shall be proportioned in accordance with the aggregate weights specified for Class A concrete in New York State Department of Transportation Table 501-3.

2D.3
METHOD

The Contractor shall complete all curb construction before installing surface materials.

Excavation shall be made to dimensions sufficient to permit the construction of cradle and setting of curbstones.  The trench shall be open to its full width and depth for a distance of not less than twenty (20) feet in advance of the setting of the curb.

The material underlying the curb cradle shall be thoroughly compacted.  If unsatisfactory, it shall be removed and replaced with acceptable material, thoroughly compacted.

The cradle shall be composed of stiff concrete, thoroughly tamped in place.  The cradle shall be as shown on the plans.  The concrete shall be laid not more than twenty (20) feet in advance of setting the curb.  The portions of the concrete cradle in front and at back of curb shall be placed and thoroughly compacted as soon as the curb is brought to line and grade and before the concrete under the curb has set.  Joints shall be mortar, not to exceed one half inch (1/2”) in width.  Backfilling shall be done using clean earth or other approved material.

2D.4
MEASUREMENT AND PAYMENT

The quantity of Jumbo Belgian Block Curb 2.D.1 and 2.D.2 Cobble Curb to be paid for under this item shall be the number of linear feet of curb installed complete respectively, including necessary removals, sawcutting, grading, and filling and concrete cradle. 

The unit price bid shall include the cost of furnishing of all labor, materials and equipment, required to provide and install the Curbs in accordance with the plans and specifications and to the satisfaction of the Engineer
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