Village of Briarcliff Manor

     Date:  September 15, 2008

Pocket Park Improvement  Project

Contract #  VM-0809-4


3C.
CLOCK BASE

WORK

Under this item the Contractor shall furnish all labor, materials, and equipment necessary or required to construct the clock footing and base, in accordance with the plans and specifications, to the satisfaction of the Engineer.

3A.1  MATERIALS AND METHODS

Stone

Stone veneer shall be granite fieldstone in gray-tan blends.  Stone shall range from 9” to 14” in rise and not exceed 1 ½ times the rise in length.  The stone shall be sound and durable, free of seams, which impair structural integrity.  Wall shall be constructed in accordance with the plans.

All joints shall be mortared and raked to appear as dry-laid stonewall.

CapStone

Capstone shall be 3” thick bluestone with thermal finish and hammered edges in the dimension as indicated on the drawings.

Mortar

Mortar shall be in color to match stones and in accordance with NYSDOT standard specifications for masonry.

Concrete Sub base

Concrete base shall be of the size and depths indicated on the drawings and shall be Class A 

Portland Cement, sand, crushed stone, water, and admixture.  All of the materials, mix

preparations and manufacturing of concrete shall comply with and shall conform, in every respect, to the requirements contained in these specifications and to the requirements set forth 

for “Rigid Pavement”, Section 500 of the New York State Department of Transportation Standard Specifications of January 2, 1990, and any subsequent addenda, except that no gravel or slag will be used for coarse aggregate.

Concrete shall have a compressive strength of 3,500 psi at 28 days and its slump shall be between two (2”) and three (3”) inches.  The concrete shall be proportioned in accordance with the aggregate weights specified for Class A concrete in New York State Department of Transportation Table 501-3. 

Bolts & Conduit

Bolts and conduit shall be installed as per the manufacturer’s recommendations.

3A.2  MEASUREMENT AND PAYMENT

The Contractor shall receive the lump sum price bid for construction of the clock base/footing.  The lump sum price bid shall include all labor, material and equipment necessary or required to install the clock per the manufacturer’s recommendations and to the satisfaction of the Engineer.
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