Village of Briarcliff

Date:  September  15, 2008

Pocket Park Improvement Project

Contract  VM-0809-4


4. B.   6’Ht. Cedar Stockade  Fence 

4B.1
WORK

Under this item the Contractor shall furnish all labor, materials and equipment necessary or required to install an 6’-0” height cedar wood fence in accordance with the plans and specifications and to the satisfaction of the Engineer.

4B.2
Materials

Wood
All posts and rails shall be clear “Fence Quality” grade western red cedar in the sizes indicated on the drawings.  

Line posts shall be minimum 10.0 ft. in length and at least (standard) 4"x 4". Corner posts shall be minimum 10.0 ft. in length and at least (standard) 6"x 6". Fence rails (min. 3) shall be maximum 7.5 ft. in length and at least (standard) 2"x 4". Cap rails shall be at least (standard) 2"x 6". Cant to drain. The finished height of opaque fencing shall be at least 6.0 ft. 

Hardware

All nails used in fence construction shall be Minimum gauge of nails used - #9, common in post/rail connections, Minimum gauge of nails used - #11.5,common in rail/fence board connections.  All nails and hardware shall STAINLESS STEEL.

Concrete

The concrete shall consist of Class A Portland Cement, sand, crushed stone, water and admixture.  All of the materials, mix preparations and manufacturing of concrete shall comply with and shall conform in every respect to the requirements contained in these specifications and to the requirements set forth for "Rigid Pavement", Section 500 of New York State Department of Transportation Standard Specifications of January 2, 1990, and any subsequent addenda, except that no gravel or slag will be used for coarse aggregate.  

Concrete shall have a compressive strength of 3,500-psi lbs. per square inch at 28 days and its slump shall be between two (2") and three (3") inches.  The concrete shall be proportioned in accordance with the aggregate weights   

specified for Class A concrete in New York State Department of Transportation Table 501-3.

Stain

Stain shall be Cabot’s Clear Solution stain or equal. All fence shall receive two coats of stain prior to being installed. 

4B.3
METHOD

1. The Contractor shall layout fence location and have Engineer approve location.

2. The Contractor shall dig footings in accordance with the drawings..

3. The Contractor shall Install Posts.

4. The Contractor shall Install panels.

5. The Contractor shall se the fence plumb.

6. The Contractor shall Install concrete footings.

7. The Contractor shall backfill around fence footings.

4B.4
MEASUREMENT AND PAYMENT

The quantity of 8’ height decorative wood fence to be paid for under this item shall be the number of linear feet of fence installed complete.

The linear foot price bid shall include the cost of furnishing of all labor, materials and equipment, necessary or required to provide and install the wood fence including concrete footings and staining in accordance with the plans and specifications and to the satisfaction of the Engineer.
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