Village of Briarcliff Manor

     Date:  September 15, 2008

Pocket Park Improvement Project

Contract # VM-0809-4

SECTION 7 B – POST CLOCK

PART 1 - GENERAL

7.B.1
CONTRACT REQUIREMENTS

A.
Applicable Provisions of the Conditions of the Contract and Division 1 General Requirements govern work in this section.

7.B.2  
DESCRIPTION OF WORK

A. The work under this section includes all labor, materials, equipment and appliances necessary and required to provide all electrical stub-ups, conduits, fuses, and electrical connection to new meter panel and electrification of clock upon installation by others.  Concrete footings and base shall be paid for under item 3.C. Clock Base.

The Village will supply and install clock post & head on base.  The clock manufacturer will provide on-site supervision for electrical hook-up and wiring.  The Contractor shall supply final hook-up and provide coordination with the Village DPW Department.

B. Post Clock Unit  (Verdin) BY OWNER

C. Utilities, Roughing, Stub-ups, Anchors and Foundation-Base shall be included in scope of work by General Contractor.

7.B.3 – PRODUCTS 

1 Post Clock  (All Verdin 4M/ST Post Clocks feature the following materials and components) NIC
a. The Verdin Company - Four Dial Post Clock Specifications   

b. Clock height of: 16’ - 7 3/16”
c. Cast aluminum post; base pre-drilled for mounting bolts
d. Aluminum head with fiberglass skin and decoration; easy access for replacing lights
e. Spun aluminum bezels
f. High torque, step movement
i. Permanently lubricated motor rotor bearings and totally sealed shaft bearings
ii. Cast aluminum gear box with permanently lubricated worm gear reducers
iii. Rust resistant gears
g. White cast acrylic dials (1/4” inch thick) with protective high-impact Lexan cover
i. Four clock faces of a 36” diameter
ii. Three standard dial styles: (i) Roman; (ii) Arabic; and (iii) Victorian
iii. Black, silk-screened dial markings
iv. Black aluminum hands
h. Dial illumination (back lighting) provided by eight fluorescent tubes with zero ballast; illumination controlled automatically by photoelectric cell mounted in clock frame
i. Black, dark green or custom paint finish
i. Gold paint accent trim
ii. Custom dial faces – optional
iii. Custom header with custom font
iv. PAINT:  BASF UNO HD  Acrylic Urethane
j. Verdin Master Clock Controller located in base of clock
i. Automatic Daylight Savings Time re-set

ii. 10-year battery back-up to re-set after power outage
iii. 100-year calendar
k. Installation Supervision with workmen fully covered by Property Damage and Public Liability insurance.
l. Optional Annual Preventative Maintenance by factory trained Verdin Maintenance Technicians
m. Verdin Maintenance Technicians available.
Underwriters Laboratories Listing

n. All Verdin Street Clocks are completely weatherproof and carry the Underwriters Laboratories Listing #863 for Timepieces, having passed temperature, dielectric voltage withstand, insulation resistance, rain, and impact tests.  All components and internal wiring are compliant with UL requirements
7B.4 
MEASUREMENT AND PAYMENT

The Contractor shall receive the Lump Sum price bid for the electrical installation and wiring of the post clock as shown on drawings and constructed in accordance with the specifications, to the satisfaction of the Engineer.

The lump sum price bid shall include the cost of furnishing all labor, materials, equipment and incidentals required to complete the work as noted on the drawings and specified herein, including excavation and backfilling, for conduits, all site preparation supply and installation of all materials, and construction of all electrical connections for clock.  Supply and actual erection, mounting of the post and clock and electrical connections from stub-up connections shall be done by others.
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